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Application and advantages: 

 Determination of the yield strength and tech-

nical elastic limit  

 Determination of the modulus of elasticity 

 Particularly suitable for small and notch-sen-

sitive specimens (due to low weight and min-

imal actuation force)  

 Quick and easy testing even of large quanti-

ties 

 Suitable for specimens with an initial gauge 

length of 10 mm or more 

 Small and lightweight design 

 High measuring accuracy (exceeds all re-

quirements of EN ISO 9513) 

 Optimum adaptation to specimen material 

and dimensions (due to large adjustment 

range of contact pressure) 

 

 

 

Technical data 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Models 

 Mini MFA 2 (art. no.: 15-019-100) 

 Climatic chamber version -50°C to +260°C 

(art. no.: 15-019-101) 

 Climatic chamber version -70°C to +280°C 

(art. no.: 15-019-102) 

  Double-sided version of the Mini MFA 2 

 (art. no.: 15-019-110) 

 Double-sided Mini MFA 2 with single value 

recording (art. no.: 15-019-111) 

Accuracy class Class 1 (standard) according to DIN EN ISO 9513  

(optionally class 0.5) 

Measuring principle Strain gauge full bridge 

Measuring range for tensile test 2 mm (optionally 3 mm) 

Measuring range for compression test  1 mm (not with 3 mm) 

Linearity error including hysteresis 0.05 % 

Indication error (f.A.) 0.2 %  

Actuating force  10-60 cN 

Temperature operating range 1° - 60°C (optional: climatic chamber version 50°C to +260°C  

or -70°C to +280°C ) 

Weight 45 g (double-sided 70 g) 

Standard initial gauge length Lo 10 and 50 mm 

Specimen diameter, thickness and width 0-25 mm 

Scope of delivery Strain gauge incl. measuring blades 

Required accessories 

(optionally available) 

Data acquisition card for control 

 


