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Clip-on extensometer  
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Application and advantages: 

 Versatile use for metal and plastic speci-

mens 

 Suitable for specimens with an initial 

gauge length of 20 mm or more 

 High measuring accuracy (meets require-

ments of EN ISO 9513, class 0.5) 

 Light and stable construction 

 Easy changing of the Le extension arm 

 Adjustable clamping force 

 Low actuating force 

 

Technical data: 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Models 

 MFA 25 (art. no.:15-019-230) 

 Climatic chamber model -55°C to 260°C 

(art. no.: 15-019-231) 

 Double-sided MFA 25: With a double 

clamping device, two MFA 25 can be 

clamped simultaneously for averaging. 

Accuracy class Class 1 (standard) according to DIN EN ISO 9513 (optionally class 0.5) 

Measuring principle Strain gauge full bridge 

Measuring range 25 mm  

Indication error  0,5 %  

Accuracy in repetition 0.1 % 

Linearity error including hysteresis 0.25 % 

Actuating force  3 - 10 cN 

Temperature operating range 1° - 60°C (optional: climatic chamber version up to 200°C  

or -55°C to +260°C) 

Standard initial device measuring 

length Lo 

25, 50 mm (others on request) 

Weight 95 g  

Dimensions (H x W x L) L0 25: 27 x 50 x 140 mm 

L0 50: 52 x 50 x 140 mm 

Specimen dimensions Round specimens: Ø up to 28 mm (with additional parts up to 50 mm) 

Flat specimens: Thickness up to 28 mm, width up to 30 mm  

(with additional parts up to 50 x 50 mm) 

Scope of delivery Strain gauge complete with sensor plug 

incl. HSS cutting edges round Ø 9.5 mm 

Required accessories 

(optionally available) 

Data acquisition card for control 

Note Measuring blades are wear parts 

 


