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 Stationary Super-Rockwell Hardness Tester  
 

  
 
 
 
 
 
 
 
 
 
 
 
 
 

Technical Data: 
 

Article number TE02AT130DSR 

Working Principle indenter depth measurement with preasuring shaft  

(non-sensitive to bending movement, slippage, yielding or 

protuberance, indenter: conic diamond) 

Load Application Manuelly 

Testing load preload 29,4N (3kp),  

98-147-153-294-306-441N (10-15-15,6-30-31,2-45kp) 

Functions load application manuel or motorically (optional), testing load 

and pre-load are applied with one lever movement, selection of 

scale, tolerances, calibration 

Accuracy Rockwell hardness in accordance with DIN EN ISO 6508 

Brinell hardness (HBT) in accordance to DIN EN ISO 6506   

(only with additional optical scales available) 

Vickers hardness (HVT) in accordance to DIN EN ISO 6507  

(only with additional optical scales available) 

Standard scale all HRN-Scales for ferrous metals, further scales upon request 

Accessories included head with standard scale 

Rockwell diamond 

Rockwell ball indenter 1,5875mm 

hardness reference plates HR30N and HR30T 

preasuring shaft standard 

 Optional accessories additional scales 

Rockwell ball indenter 3,175mm; 6,35mm and 12,70mm 

Brinell  ball indenter 1mm and 5mm 

extension for indenters 

c-shaped extension for hollow parts 

hardness reference plates  

data transfer cable, Statistic software, Printer 

 


